
VIEW A

DETAIL C

SECTION C-C

SECTIONB-B

DIN 934ACC. SIZEA2-70NUT49 

DIN 127-AACC. SIZEA2SPRING WASHER48 

DIN EN ISO 4762ACC. SIZEA2-70CYL. HEAD CAP SCREW47 

50% SS POWDERUSUALR-PTFEGASKET16 

FOR -50°C to +150°CUSUALEPDM O-RING25 

DIN 906R 1/8"A2SQUARE HEAD PLUG *)14 

DIN 71412-ACONED SHORTSTAINLESS STEELLUBRICATING NIPPLE *)13 

FIG. 7412SIZE 1 - 3STAINLESS STEELSTEM EXTENSION12 

WITH UPSTREAM CAVITY 

RELIEF HOLE

DN8 - DN40STAINLESS STEEL 

or STEEL

ECON PREMIUM BALL 

VALVE WITH EPDM O-RING

11 

REMARKSDIMENSIONMATERIALDESCRIPTIONQTYITEMDRAWING

VIEW A

C

C

C

B B

SURFACE FINISH Ra IN μm ACC. TO ISO 1302

tolerance symbols:

REVISION DATE:

DESCR.:

Drawn by:

Scale:

Approved by:

ECON Drawing No.:

Date:

Connection:

Size:

FORM AND POSITIONAL TOLERANCES ACC. TO ISO 1101

AMERICAN PROJECTION

DIMENSIONAL TOLERANCES ACC. TO ISO 129-1

Dimensions without 

0.6

0.4

0-100

>300

100-300

REV.:

0.2

Figure No.:




8-2-2022

RdK
JBM

0

DN8-100 FB

BW B16.25-S40

7642+7412

7642 + 7412
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Yellow:

Food grade Silicone grease filling

NAME PLATE EXAMPLE as

per DWG. C40876-1 (WCB)

or DWG. C40876-2 (CF8M)

SIZES:

1/4" - 1.1/2" FB

0.4

ISO 7/1 - Rp 1/8"

to be fitted in

Body of Ball Valve

*) LOCTITE 542 to be applied

    on Thread for sealing

 

**) Ø3 according ISO 28921-1
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UPSTREAM CAVITY

RELIEF HOLE **)

FLOW DIRECTION

MARKING ON BODY

FLOW DIRECTION

MARKING ON TOP

BALL VALVE

FLOW DIRECTION

MARKING ON TOP

STEM EXTENSION

4" (DN100) with T-bar

Mono-directional valve

Arrow on body for flow direction

7642 + 7412 for Cold use DN8-100 - voor website.dwg

Iso-top leak detection plug

DIN 906 plug

Lubricating nipple

PTFE stem packing and EPDM O-ring

Upstream cavity relief hole

Size range 2"up to 4" FULL BORE with 6 body bolts
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Cross section drawing ball valve figure 7642 (1/4" - 4") with stem extension figure 7412 for cold use down to -50 Celsius.
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