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USB

ETH

incl. connection cable LPM II-CAB-P-FL-3 CAN or

Modbus

LPM II-USB INTERFACE

LPM II-ETH INTERFACE

Network

USB

ETH ETH

LPM II-D (with display)

LPM II-O (w/o display)

hydr. line

0 ... 10V

4 ... 20 mA

 

 

a Series and Type
 

 

 

a Series and Type
 

LPM II-CAB-P-P-3

LPM II-O (without display)

USB / ETH /

CAN / Modbus

hydr. line

LPM II-REMOTE DISPLAY
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Dimensions (mm/in)

(W x D x H)

551 x 358 x 226 340 x 295 x 152 141 x 116 x 63,5

21.69 x 14.09 x 8.90 13.40 x 11.61 x 5.98 5.55 x 4.57 x 2.5

Weight (kg/lbs)
13 4,75 1,15

28.66 10.47 2.53

Keyboard QWERTY keyboard integrated - 5 Button Display Settings

Printer
Thermal printer integrated

(384 dots per line)
- -

Viscosity Range 1 ... 400 cSt 1 ... 400 cSt <= 1000 cSt

Calibration MTD, ISO 11 171:1999 MTD, ISO 11 171:1999 MTD, ISO 11171:1999

Analysis Range
ISO 8-24, ISO 4406 Code, NAS 1638 Code 2-12,

SAE AS 4059 Code 2-12

ISO 8-24, ISO 4406 Code, NAS 1638 Code 2-12,

SAE AS 4059 Code 2-12

ISO 8-24, ISO 4406 Code, NAS 1638 Code 2-12, 

SAE AS 4059 Code 2-12

Sensitivity 4, 6, 14, 21, 25, 38, 50, 68 µm
(c)

4, 6, 14, 21, 25, 38, 50, 68 µm
(c)

4, 6, 14, 21, 25, 38, 50, 68 µm
(c)

Sample Volume

8 ml (short) 8 ml (short)

Adjustable by user

15 ml (normal) 15 ml (normal)

30 ml (dynamic) 30 ml (dynamic)

24 ml (bottle sampler) 24 ml (bottle sampler)

15 ml (continuous) 15 ml (continuous)

Pressure Range (bar/PSI)
2 ... 400 2 ... 400

Please refer differential pressure diagram
29 ... 5801 29 ... 5801

Operating Temperature (°C/°F)
+5 ... +80 +5 ... +80 -25 ... +80

+41 ... +176 +41 ... +176 -13 ... +176

Max. Concentration ISO 24 ISO 24 ISO 24

Power Supply
110 ... 240 V AC

12 ... 24 V DC

110 ... 240 V AC

12 ... 24 V DC

110 ... 240 V AC

9 ... 36 V DC, <2,2W

Battery Internal rechargeable battery Internal rechargeable battery -

Data Storage 600 tests 600 tests 4000 tests

Fluid Compatibility Phosphate Ester and water glycol 

compatible devices on request

Phosphate Ester and Water Glycol 

compatible devices on request

Phosphate Ester and Water Glycol 

compatible devices on request

PC Interface RS-232 RS-232 RS-232

External Alarm External alarm socket - External Alarm

Hose Connections
Test coupling STAUFF Test 20 

or comparable (M16 x 2)

Test coupling STAUFF Test 20 

or comparable (M16 x 2)

Test coupling STAUFF Test 20 

or comparable (M16 x 2)

Accessories

Moisture/temperature sensor Moisture/temperature sensor Remote Display   

Bottle sampling unit (110 ml /  ml) Bottle sampling unit (110 ml /  ml) Interface Module

Flow Control Valve

Type LasPaC-II-P (Portable) LasPaC-II-M (Mobile) LPM-II

 


