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Group Size Thread T Dimensions (mm/in) Filter Max.

ØD1 ØD2 L Hex Surface Flow Rate

040-G06-075 G3/8 BSP
39,5 38,5 75 22 279 12 

1.56 1.53 2.93 .87 43 3.1 US GPM

050-G06-067 G3/8 BSP
50 49 67 26 296 12 

1.97 1.93 2.64 1.02 46 3.1 US GPM

050-G08-105 G1/2 BSP
50 49 105 26 518 15 

1.97 1.93 4.13 1.02 80 3.9 US GPM

068-G12-105 G3/4 BSP
68 66 105 34 676 25 

2.68 2.60 4.13 1.34 105 6.5 US GPM

068-G16-140 G1 BSP
68 66 140 42 930 50 

2.68 2.60 5.51 1.65 144 13.0 US GPM

088-G20-140 G1-1/4 BSP
88 85 140 50 1172 65 

3.46 3.35 5.51 1.97 182 16.9 US GPM

088-G24-140 G1-1/2 BSP
88 85 140 60 1172 140 

3.46 3.35 5.51 2.36 182 36.4 US GPM

102-G24-200 G1-1/2 BSP
102 100 200 72 2427 140 

4.02 3.94 7.87 2.83 376 36.4 US GPM

102-G32-200 G2 BSP
102 100 200 72 2427 230 

4.02 3.94 7.87 2.83 376 59.8 US GPM

102-G32-225 G2 BSP
102 100 225 72 2811 230 

4.02 3.94 8.86 2.83 436 59.8 US GPM

102-G32-260 G2 BSP
102 100 260 72 3249 230 

4.02 3.94 10.24 2.83 504 59.8 US GPM

102-G32-300 G2 BSP
102 100 300 72 3798 230 

4.02 3.94 11.81 2.83 589 59.8 US GPM

131-G40-191 G2-1/2 BSP
131 128 191 86 2430 340 

5.16 5.04 10.24 3.39 377 88.4 US GPM

131-G40-212 G2-1/2 BSP
131 128 212 86 2748 340 

5.16 5.04 8.35 3.39 426 88.4 US GPM

131-G48-272 G3 BSP
131 128 272 96 3626 400 

5.16 5.04 10.71 3.78 562 104 US GPM

150-G32-151 G2 BSP
150 145 151 70 1812 400 

5.91 5.71 5.94 2.76 281 104 US GPM

Group Size Thread T Dimensions (mm/in) Filter Max.

ØD1 ØD2 L Hex Surface Flow Rate

050-N06-067 3/8 NPT
50 49 67 26 296 12 

1.97 1.93 2.64 1.02 46 3.1 US GPM

050-N06-090 3/8 NPT
50 49 90 26 430 12 

1.97 1.93 3.54 1.02 67 3.1 US GPM

050-N08-105 1/2 NPT
50 49 105 26 518 15 

1.97 1.93 4.13 1.02 80 3.9 US GPM

068-N12-105 3/4 NPT
68 66 105 34 676 25 

2.68 2.60 4.13 1.34 105 6.5 US GPM

068-N16-140 1 NPT
68 66 140 42 930 50 

2.68 2.60 5.51 1.65 144 13.0 US GPM

088-N20-140 1-1/4 NPT
88 85 140 50 1172 65 

3.46 3.35 5.51 1.97 182 16.9 US GPM

088-N20-195 1-1/4 NPT
88 85 195 60 1709 65 

3.46 3.35 7.68 2.36 265 16.9 US GPM

088-N24-140 1-1/2 NPT
88 85 140 60 1172 140 

3.46 3.35 5.51 2.36 182 36.4 US GPM

088-N24-226 1-1/2 NPT
88 85 226 60 2012 140 

3.46 3.35 8.90 2.36 312 36.4 US GPM

088-N24-260 1-1/2 NPT
88 85 260 60 2344 140 

3.46 3.35 10.24 2.36 363 36.4 US GPM

102-N24-200 1-1/2 NPT
102 100 200 72 2427 140 

4.02 3.94 7.87 2.83 376 36.4 US GPM

102-N32-260 2 NPT
102 100 260 72 3249 230 

4.02 3.94 10.24 2.83 504 59.8 US GPM

131-N40-212 2-1/2 NPT
131 128 212 86 2748 340 

5.16 5.04 8.35 3.39 426 88.4 US GPM

131-N48-272 3 NPT
131 128 272 96 3626 400 

5.16 5.04 10.71 3.78 562 104 US GPM
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Group Size Thread T Dimensions (mm/in) Filter Max.

ØD1 ØD2 L Hex Surface Flow Rate

050-N06-067 3/8 NPT
50 49 67 26 296 12 

1.97 1.93 2.64 1.02 46 3.1 US GPM

050-N06-090 3/8 NPT
50 49 90 26 430 12 

1.97 1.93 3.54 1.02 67 3.1 US GPM

050-N08-105 1/2 NPT
50 49 105 26 518 15 

1.97 1.93 4.13 1.02 80 3.9 US GPM

068-N12-105 3/4 NPT
68 66 105 34 676 25 

2.68 2.60 4.13 1.34 105 6.5 US GPM

068-N16-140 1 NPT
68 66 140 42 930 50 

2.68 2.60 5.51 1.65 144 13.0 US GPM

088-N20-140 1-1/4 NPT
88 85 140 50 1172 65 

3.46 3.35 5.51 1.97 182 16.9 US GPM

088-N20-195 1-1/4 NPT
88 85 195 60 1709 65 

3.46 3.35 7.68 2.36 265 16.9 US GPM

088-N24-140 1-1/2 NPT
88 85 140 60 1172 140 

3.46 3.35 5.51 2.36 182 36.4 US GPM

088-N24-226 1-1/2 NPT
88 85 226 60 2012 140 

3.46 3.35 8.90 2.36 312 36.4 US GPM

088-N24-260 1-1/2 NPT
88 85 260 60 2344 140 

3.46 3.35 10.24 2.36 363 36.4 US GPM

088-N32-260 2 NPT
88 85 260 70 2344 230 

3.46 3.35 10.24 2.76 363 59.8 US GPM

150-N40-213 2-1/2 NPT
150 145 213 90 2741 340 

5.91 5.71 8.39 3.54 425 88.4 US GPM

150-N48-272 3 NPT
150 145 272 100 3625 400 

5.91 5.71 10.71 3.94 562 104 US GPM

L

a Type
 

b Group Size
 

 

c Filter Material / Micron Rating
  125 
  060

  250

 

d Material of Threaded End Cap
 P 
 

e Bypass Option
 0  
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